
The TEN-FMD1 is a 8/16/24 customer connection IP68 enclosure, part of the highly versatile 
FMD range. Its modular design allows flexibility for splicing, splitting and customer connections 
with multiple flexible cable entry ports. The TEN-FMD1 is suitable for underground, pole and wall 
mounting applications.

Features

•	Unique IP68 design

•	Up to 16 customer connection adapters (LC)

•	Up to 144 splices; 36 splices per 4 trays

•	Support for splitter on adapter tray

•	24 cable entry ports supporting 2 - 12 mm cables

•	Suitable for underground, pole and wall mounting
 

applications

Underground Customer Drop Enclosure
TEN-FMD1

CONNECTING HOMES

e n l i g h t e n
FTTx SOLUTIONS



enlighten FTTx PASSIVES / FIBER MULTI-PURPOSE SERIES  

TEN-FMD1
CUSTOMIZE IT YOUR WAY    - 
EXPLORE YOUR CONFIGURATION OPTIONS
TEN-FMD1 is designed as a universal building block for fiber network deployment. 
Its modular architecture allows components to be configured for a wide range of 
applications, offering flexibility and simplifying inventory management.

Configuration Overview 
The TEN-FMD1 base unit features 
a built-in cassette designed to ac-
commodate various types of trays. 
Tray installation is straightfor-
ward, with a design that ensures 
easy access for quick and simpli-
fied deployment. Up to 4 trays can 
be installed onto the internal cas-
sette of the TEN-FMD1. The Multi-
purpose series includes both splice 
tray and adapter tray models. The 
design supports tray configura-
tions such as 1 × adapter tray + 2 
× splice trays, or 4 × splice trays — 
delivering a flexible and efficient 
setup. Each splice tray holds ei-
ther 2 × 14 splice bridges or 1 × 36 
splice bridge. With 4 splice trays 
installed, the enclosure provides 
a maximum splice capacity of 144 
splices. The adapter tray supports 
either a 4-port or 8-port adapter 
bridge, and includes a slot for an 
optional splitter bridge — offering 
excellent flexibility for various ap-
plications. The base unit features 
16 entry/exit ports, which can be 

TEN-FMD-SPLB12
Fiber Multi-purpose 

Series 14 Splice 
Bridge

TEN-FMD-SPLB36
Fiber Multi-purpose 

Series 36 Splice 
Bridge

TEN-FMD-SPB
Fiber Multi-purpose 

Series  Splitter 
Bridge

Splice and Splitter Accessories

TEN-FMD-SPLTRAY
Fiber Multi-purpose 
Series Splice Tray

TEN-FMD-ADPTRAY
Fiber Multi-purpose 
Series  Adapter Tray

Multi-purpose TraysEnclosure Base Unit
TEN-FMD1-BASE



equipped with application-specific 
grommet sets. These grommets, 
made from silicone-based materi-
al, are designed for cables ranging 
from 2 to 12 mm and offer excellent 
durability in harsh environments.
The illustrations to the left show 
the available options, along with 
two models of cable entry blank-
ing pins used to seal unused cable 
openings in the grommets, helping 
maintain enclosure integrity. 

The modularity of TEN-FMD1 —
with key components available in-
dividually — enables incremental 
upgrades without service inter-
ruption or impact on existing con-
nections, ensuring adaptability to 
changing network requirements. 

To support operational efficiency 
and cost-effective inventory man-
agement, TEN-FMD1 is offered in 
both preconfigured variants and 
unassembled starter kits. For or-
dering details, please refer to the 
ordering section.

Configuration Highlights

FTTH Splicing Configuration
Deploy up to four splice trays to manage high-density fiber splicing in 
residential or commercial FTTH installations, supporting a total of 144 
splices

FTTH Mixed Tray Setup for Patch and Splice
Combine splice and adaptor trays to support both patching and splicing 
within the same unit, enabling seamless termination of customer drop 
cables.

TEN-FMD-ADB4
Fiber Multi-purpose 

Series  4 Port Adaptor 
Bridge

TEN-FMD-ADB8
Fiber Multi-purpose 

Series  8 Port Adaptor 
Bridge

Adaptor Bridges

TEN-FMD1-BP4
Cable Entry Blank Pin 
(Small) (Up to 4mm)

TEN-FMD1-BP12
Cable Entry Blank Pin  

(Large) (4mm to 12mm)

TEN-FMD1-GR1P38
Cable Entry Grommet 

1 Port 3-8 mm

TEN-FMD1-GR1P812
Cable Entry Grommet 

1 port 8-12 mm

TEN-FMD1-GR4P24
Cable Entry Grommet  

4 port 2-4 mm

TEN-FMD1-GR4P24
Cable Entry Grommet   

2 port 2-4 mm

TEN-FMD1-GR4P24
Cable Entry Grommet   

2 port 4-6 mm

Grommets and Pins



enlighten FTTx PASSIVES / CUSTOMER DROP SERIES

GENERAL

Dimension 248 x 175 x 75 mm (L x W x H) IP rating IP68

Capacity 144 splices Splice trays 1 x Adapter tray + 2 x Splice trays or 
4 x Splice trays

Cable ports Up to a total of  24 ports in multiple 
configurations available Cable diameters 2 - 12 mm

Operating temperature -40 ° to + 70 °C Material Thermoplastic

Net weight 650 grams (excluding grommets)

MECHANICAL LAYOUT

IMAGE GALLERY



enlighten FTTx PASSIVES / CUSTOMER DROP SERIES

CONFIGURATION SPECIFICATION

TEN-FMD1-BASE 1 1

TEN-FMD1-STANDARD 1 1 3 6 3 1 1 2 2

TEN-FMD1-SP96 1 1 4 8 4 2 2

TEN-FMD1-4SCA-SP48 1 1 2 4 2 1 1 2 2

TEN-FMD1-8SCA-SP48 1 1 2 4 2 1 1 4 4 2

TEN-FMD1-8LCA-SP48 1 1 2 4 2 1 1 4 4 2

TEN-FMD1-16LCA-SP48 1 1 2 4 2 1 1 4 4

NOTES

(1) Include base tub, locking screw, retainer clips, FRP holders.

(2) Include foam tape, cable ties, sealing pins.

ORDERING INFORMATION

P/N DESCRIPTION

TEN-FMD1-BASE Fiber multi-purpose drop enclosure 1, empty enclosure not assembled

TEN-FMD1-STANDARD Fiber multi-purpose drop enclosure 1, assembled with standard configuration

TEN-FMD1-SP96 Fiber multi-purpose drop enclosure 1, up-to 96 splices

TEN-FMD1-4SCA-SP48 Fiber multi-purpose drop enclosure 1, with 4 SC/APC adapters and up-to 48 splices

TEN-FMD1-8SCA-SP48 Fiber multi-purpose drop enclosure 1, with 8 SC/APC adapters and up-to 48 splices

TEN-FMD1-8LCA-SP48 Fiber multi-purpose drop enclosure 1, with 4 LC/APC duplex adapters and up-to 48 splices

TEN-FMD1-16LCA-SP48 Fiber multi-purpose drop enclosure 1, with 8 LC/APC duplex adapters and up-to 48 splices

TEN-FMD-SPLTRAY Fiber multi-purpose series splice tray

TEN-FMD-SPLB12 Fiber multi-purpose series 14 splice bridge

TEN-FMD-SPLB36 Fiber multi-purpose series 36 splice bridge

TEN-FMD-ADPTRAY Fiber multi-purpose series adapter cassette

TEN-FMD-ADB4 Fiber multi-purpose series 4 port bridge

TEN-FMD-ADB8 Fiber multi-purpose series 8 port bridge

TEN-FMD-SPB Fiber multi-purpose series splitter bridge

TEN-FMD1-GR1P38 FMD1 cable entry grommet 1 port 3-8 mm

TEN-FMD1-GR1P812 FMD1 cable entry grommet 1 port 8-12 mm

TEN-FMD1-GR2P24 FMD1 cable entry grommet 2 port 2-4 mm

TEN-FMD1-GR2P46 FMD1 cable entry grommet 2 port 4-6 mm

TEN-FMD1-GR4P24 FMD1 cable entry grommet 4 port 2-4 mm

TEN-FMD1-BP4 FMD1 cable entry Blank Pin (Small) (Up to 4 mm)

TEN-FMD1-BP12 FMD1 cable entry Blank Pin (Large) (4 to 12 mm)
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